
ACCESS PANEL FEATURE OPTIONS - JL Industries
TM, XP Series Options         

GENERAL:
Optional features are not available on all models or sizes, see submittals for most recent information. 
Color, Material and Lock and Latch Options also available, see submittals or separate documentation for more information.

Louvered Door
Example: TM-1818CW-L

Blade Size: 5/8"
Blade Spacing: 1"
Maximum Blade Width: 12”
Minimum Edge Spacing: 2-½” on all sides.

Available for:  
TM, TMG

Double Door   
Example: 9TM-3626C-D

Removable center mullion attached by 2 
screws at top and bottom.

Available for:  
TM, TMS

Removable Door
Example: TM-1818CW-M No hinges, door held in place by latches on all sides. Available for:  

TM, TMS

Gasketing
Example: TM-2436M1W-K

TM, TMS, TMG have gasketing on 4 sides, other flange 
styles have gasketing on 3 sides.

Available for:  
TM, TMS, TMW, 
TMP, TME

Protective Rain Hood
Example: TMG-1426LW-R

Deflect moisture with our rain hood that extends the 
full width of the panel.
Projection: 1/2"

Available for:
TM, TMS, TMG
XPA, XPS

View Window
Example: TM-2424C5G-V

Window Material: Plexiglass
Maximum Window Cutout:  
(Order Width - 9) x (Order Height - 9) 

Available for:
TM, TMG, TMP, 
TME, TMS, TMW
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